










     ●  1/3" Sony Double Scan CCD
     ●  High resolution of 480TV Lines
     ●  C/CS Mount
     ●  Min. Illumination of 1.0Lux/F2.0 (30 IRE)
     ●  Day & Night with ICR Mechanism
     ●  Powerful WDR(Wide Dynamic Range)
     ●  DSS (Digital Slow Shutter)
     ●  8 Privacy Image Masking
     ●  Convenient OSD Menu, RS-485
     ●  Options: DC12V/AC24V, AC230V,
                Remote Controller 

●  1/3” Sony Super HAD CCD
●  High resolution of 580TV Lines
●  C/CS Mount
●  Min. Illumination of 0.1Lux/F2.0 (TDN)
●  Day & Night with ICR Mechanism
●  2D+3D DNR (Digital Noise Reduction)
●  Privacy Mask (Polygonal method, 4 Point)
●  AGC, Sense-up, BLC, AWB, DIS 
●  Motion Detection with Alarm Output
●  OSD, RS-485

●  1/3” Sony Super HAD CCD II
●  High resolution of 550 TV Lines
●  C/CS Mount
●  Min. Illumination of 0.1Lux/F2.0
●  Day & Night with ICR Mechanism
●  3D DNR, D-WDR 
●  BLC, HSBLC, Sense-up
●  Privacy Mask (8 Zone)
●  Motion Detection with Alarm Output
●  OSD, RS-485

 

●  1/3” Sony Super HAD CCD
●  High resolution of 580TV Lines
●  C/CS Mount
●  Min. Illumination of 0.2Lux/F2.0
●  Digital Day & Night
●  2D+3D DNR (Digital Noise Reduction)
●  Privacy Mask (Polygonal method, 4 Point)
●  AGC, Sense-up, BLC, AWB, DIS 
●  Motion Detection with Alarm Output
●  OSD, RS-485

 

     ●  1/3" Sony Exview HAD CCD
     ●  380TV Lines or 550TV Lines
     ●  C/CS Mount
     ●  Option: Mirror Mode
   
   Optional Model  
     ●  KPC-350CH : 380TVL, 0.01Lux/Faceplate
                          C/CS Mount (Video Drive)
     ●  KPC-650CHQ : 550TVL, 0.05Lux/Faceplate
                          C/CS Mount (DC/Video Drive)

     ●  1/3" Sony Super HAD CCD
     ●  420TV Lines or 600TV Lines
     ●  C/CS Mount (DC/Video Drive)
     ●  Option: AC230V, Exview CCD
   
   Optional Model
     ●  KPC-S303BH : 420TVL, 0.05Lux/F2.0
  ●  KPC-650BH : 600TVL, 0.1Lux/F2.0

     ●  1/3" Sony Super HAD CCD
     ●  420TV Lines or 600TV Lines
     ●  C/CS Mount (DC/Video Drive)
     ●  Option: Exview CCD
   
   Optional Model
     ●  KPC-S313BH : 420TVL, 0.05Lux/F2.0
  ●  KPC-615BH : 600TVL, 0.1Lux/F2.0

     ●  1/3" Sony Super HAD CCD
     ●  420TV Lines or 600TV Lines
     ●  C/CS Mount (DC/Video Drive)
     ●  Option: Exview CCD
   
   Optional Model
     ●  KPC-310BH : 420TVL, 0.05Lux/F2.0
  ●  KPC-600BH : 600TVL, 0.1Lux/F2.0

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens
     ●  Min. Illumination of 0.5 Lux/F2.0 
     ●  Outstanding durability with IP67
     ●  Options: Exview, Mirror Mode 
   
   Optional Model
     ●  KPC-S190SWX : B/W, 420TVL
  ●  KPC-S190SHWX : B/W, 600TVL

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens
     ●  Min. Illumination of 0.5 Lux/F2.0 
     ●  Outstanding durability with IP67
     ●  Power: DC2.4V~3.6V, Max470mA
     ●  Options: Mirror Mode 

     ●  1/3" Sony Super HAD CCD
     ●  High resolution of 520TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens
     ●  Min. Illumination of 1.0 Lux/F2.0 
     ●  3x Digital Zoom, RS-485
     ●  Outstanding durability  with IP67
     ●  Options: Exview CCD, Digital Day & Night
                  Remote Controller

     ●  1/3" Sony Super HAD CCD
     ●  High resolution of 520TV Lines
     ●  f=4.3 Super Cone Pinhole Lens
     ●  Min. Illumination of 1.0 Lux/F2.0 
     ●  3x Digital Zoom, RS-485
     ●  Options: Exview CCD, Digital Day & Night
                  Remote Controller

     ●  1/3" Sony Super HAD CCD
     ●  High resolution of 520TV Lines
     ●  f=4.0~8.0mm Fixed Iris Varifocal Lens
     ●  Min. Illumination of 1.0 Lux/F2.0 
     ●  3x Digital Zoom, RS-485
     ●  Outstanding durability with IP67    

     ●  Options: Exview CCD, Digital Day & Night
                  Remote Controller

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Outstanding durability with IP67
     ●  Power: DC5V, Max250mA    

     ●  Options: Mirror Mode 

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=4.3mm Super Cone Pinhole Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Power: DC5V, Max250mA    

     ●  Options: Mirror Mode 

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  f=3.7mm Cone Pinhole Lens
     ●  Min. Illumination of 0.5 Lux/F2.0 
     ●  Options: Exview, Mirror Mode 
   
   Optional Model
     ●  KPC-S190SP1 : B/W, 420TVL
  ●  KPC-S190SHP1 : B/W, 600TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate 
     ●  Outstanding durability with IP67     

     ●  Option: Mirror Mode
   
   Optional Model
     ●  KPC-VBN190 : 550TVL
  ●  KPC-S190C : 380TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  Lens: 1.78mm(170  ̊Wide Angle)
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Option: Mirror Mode
   
   Optional Model
     ●  KPC-S190DV : B/W, 420TVL
  ●  KPC-S190CDV : Color, 380TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=3.7mm Flat Cone Pinhole Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Option: Mirror Mode
   
   Optional Model
     ●  KPC-S230CP3 : 380TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=4.0~8.0mm Fixed Iris Varifocal Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Option: Mirror Mode
   
   Optional Model
     ●  KPC-S230CP3 : 380TVL

     ●  1/3" Sony Exview HAD CCD
     ●  High resolution of 600TV Lines
     ●  C/CS Mount (DC/Video Drive)
     ●  Min. Illumination of 0.001Lux/F2.0 without
    DSS or IR     

  ●  SLL(Super Low Luminance) System

Conventional Camera
KT&C Product

Bullet Camera [Compact Sized]
KT&C Product

KPC-WDR4200
     ●  1/3" Sony Double Scan CCD
     ●  High resolution of 550TV Lines
     ●  Min. Illumination of 1.0Lux/F2.0 (30 IRE)    
     ●  WDR, DSS, 8Privacy Zone , Motion detection 
KPC-DN4500    

     ●  1/3" Sony Super HAD CCD II
     ●  High Resolution of 550TV Lines
     ●  Min. Illumination of 0.2Lux/F2.0 (30 IRE)    
     ●  ICR, 4 Privacy Zone, Motion detection 

KPC-6000

KPC-S190CWX

KPC-HD230CWX KPC-HD230CP4 KPC-HD353CW KPC-VPR190NWX KPC-VBN195HWX KPC-VBN195HP4

KPC-S190CP1 KPC-VBN190HWX KPC-VBN190HDV KPC-S230CHP3 KPC-S230CHV

KPC-6200 KPC-6100 KPC-4300 KPC-WDR4200/DN4500

KPC-SLL650BHKPC-350CH (Std-Res)
KPC-650CHQ (Hign-Res)

KPC-S303BH (Std-Res)
KPC-605BH (Hign-Res)

KPC-S313BH (Std-Res)
KPC-615BH (Hign-Res)

KPC-310BH (Std-Res)
KPC-600BH (Hign-Res)

DNR DNR DNR

NEW NEW NEW



Square Camera [Compact Sized]
KT&C Product

Module Camera
KT&C Product

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=4.0~8.0mm Varifocal Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Option: Mirror Mode, Audio
     ●  Dimensions : 30(W)x30(H)mm
       
   Optional Model
     ●  KPC-S700CV : Color, 380TVL, 30x30mm
     ●  KPC-S400V : B/W, 420TVL, 30x30mm

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=3.7mm Cone Pinhole Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate

f=3.7mm Cone Pinhole Lens
Min. Illumination of 0.05 Lux/Faceplate

     ●  Dimensions : 23(W)x22(H)mm
       
   Optional Model
     ●  KPC-S20CP1 : Color, 380TVL
     ●  KPC-S20P1 : B/W, 420TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=3.7mm Flat Pinhole Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Dimensions : 23(W)x22(H)mm
       
   Optional Model
     ●  KPC-S20CP3 : Color, 380TVL
     ●  KPC-S20P3 : B/W, 420TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=4.3mm Super Cone Pinhole Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Dimensions : 23(W)x22(H)mm
       
   Optional Model
     ●  KPC-S20CP4 : Color, 380TVL
     ●  KPC-S20P4 : B/W, 420TVL

     ●  1/3" Sony Super HAD CCD
     ●  High resolution of 520TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens 
     ●  Min. Illumination of 1.0 Lux/F2.0
     ●  3x Digital Zoom, RS-485
     ●  Options : Digital Day & Night,
                     Remote Controller
     ●  Dimensions : 38.5(W)x38.5(H)mm

     ●  1/3" Sony Vertical Double Scan CCD
     ●  High resolution of 550TV Lines
     ●  Board, Pinhole, Verifocal Lens 
     ●  Min. Illumination of 1.0 Lux/F2.0
     ●  Powerful WDR(Wide Dynamic Range)
     ●  DSS (Digital Slow Shutter)
     ●  8 Privacy Image Masking, Motion Detection
     ●  Convenient OSD Menu, RS-232C     

     ●  Options : DC12V/AC24V
     ●  Dimensions : 38(W)x38(H)mmx3Board 

     ●  1/4" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens
     ●  Min. Illumination of 1.0 Lux/F2.0
     ●  Power: DC 5V, Max. 250mA
     ●  Option: Mirror Mode, Power Converting
                Cable(DC12V to DC5V)
     ●  Dimensions : 22(W)x26(H)mm

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  Min. Illumination of 0.5 Lux/F2.0
     ●  Option: Digital Day & Night,
                Mirror Mode
     ●  Dimensions: 22(W)x26(H)mm

     ●  1/3" Sony Exview HAD CCD
     ●  High resolution of 600TV Lines
     ●  C/CS Mount
     ●  Min. Illumination of 0.001 Lux/F2.0 without
           DSS or IR
     ●  SLL (Super Low Luminance) System
     ●  Dimensions : 38(W)x38(H)mm

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  Board, Pinhole, Varifocal Lens
     ●  Min. Illumination of 0.05 Lux/F2.0
     ●  Option: Audio
     ●  Dimensions : 30(W)x30(H)mm
  
   Optional Model
     ●  KPC-S560 : 600TVL

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  Board, Pinhole, Varifocal Lens
     ●  Min. Illumination of 0.05 Lux/F2.0
     ●  Option: Audio
     ●  Dimensions : 32(W)x32(H)mm
  
   Optional Model
     ●  ACE-S540 : 600TVL

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  Board, Pinhole, Varifocal Lens
     ●  Min. Illumination of 0.05 Lux/F2.0
     ●  Option: Audio
     ●  Dimensions : 38(W)x38(H)mm
  
   Optional Model
     ●  ACE-S515 : 600TVL

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  Board, Pinhole, Verifocal Lens 
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  AGC, AWB, BLC
     ●  Extreme clear cutting edge picture
     ●  Options : Mirror Mode,
                   Digital Day & Night
     ●  Dimensions : 38(W)x38(H)mm 

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  Board, Pinhole, Verifocal Lens 
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  AGC, AWB, BLC
     ●  Extreme clear cutting edge picture
     ●  Options : Mirror Mode, Audio
                   Digital Day & Night
     ●  Dimensions : 32(W)x32(H)mm 

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  Board, Pinhole, Verifocal Lens 
     ●  Min. Illumination of 0.5 Lux/F2.0
     ●  AGC, AWB, BLC
     ●  Options : Mirror Mode, Audio
                   Digital Day & Night
     ●  Dimensions : 38(W)x38(H)mm  

     ●  1/3" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  Board, Pinhole, Verifocal Lens 
     ●  Min. Illumination of 0.5 Lux/F2.0
     ●  AGC, AWB, BLC
     ●  Options : Mirror Mode, Audio
                   Digital Day & Night
     ●  Dimensions : 32(W)x32(H)mm 

     ●  1/3" Sony Super HAD CCD
     ●  High resolution of 520TV Lines
     ●  f=4.0~8.0mm Varifocal Lens 
     ●  Min. Illumination of 1.0 Lux/F2.0
     ●  3x Digital Zoom, RS-485
     ●  Options : Digital Day & Night,
                     Remote Controller
     ●  Dimensions : 38.5(W)x38.5(H)mm

     ●  1/4" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  f=3.6 / 6 / 8mm Board Lens 
     ●  Min. Illumination of 0.5 Lux/F2.0
     ●  Power: DC 5V, Max. 250mA
     ●  Options : Mirror Mode, Power Converting
                  Cable(DC12V to DC5V)
     ●  Dimensions : 29(W)x25(H)mm

     ●  1/4" Sony Super HAD CCD
     ●  Standard resolution of 380TV Lines
     ●  f=3.7 Flat Pinhole Lens 
     ●  Min. Illumination of 0.5 Lux/F2.0
     ●  Power: DC 5V, Max. 250mA
     ●  Options : Mirror Mode, Power Converting
                  Cable(DC12V to DC5V)
     ●  Dimensions : 29(W)x25(H)mm

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=2.97/3.6/6/8/12mm Board Lens 
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Power: DC 5V, Max. 250mA
     ●  Options : Mirror Mode
     ●  Dimensions : 25(W)x25(H)mm

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=3.7mm Cone Pinhole Lens 
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Power: DC 5V, Max. 250mA
     ●  Options : Mirror Mode
     ●  Dimensions : 25(W)x25(H)mm

KPC-VSN700HV KPC-S23CP1 KPC-S23CP3 KPC-S23CP4KPC-DNR700

     ●  1/3" Sony Super HAD CCD II
     ●  High resolution of 550TV Lines
     ●  f=2.97/3.6/6/8/12mm Board Lens
     ●  Min. Illumination of 0.05 Lux/Faceplate
     ●  Option: Mirror Mode, Audio
     ●  Dimensions : 25(W)x25(H)mm(VSN500)
                           30(W)x30(H)mm(VSN700)
   
   Optional Model
     ●  KPC-S700CB : Color, 380TVL, 30x30mm
     ●  KPC-S500B : B/W, 420TVL, 25x25mm
     ●  KPC-S400B : B/W, 420TVL, 30x30mm

KPC-VSN500HB
KPC-VSN700HB

KPC-HD38CZB KPC-HD38CZV KPC-S226CB KPC-S226CP3 KPC-VSN505HB KPC-VSN505HP1

ACE-WDR380H ACE-M381 ACE-VMN320 ACE-M385 ACE-S380CH ACE-S300C

ACE-S226C ACE-S205C ACE-SLL380 ACE-S360 ACE-S340 ACE-S315

DNR

NEW

DNR

NEW

●  1/3” Sony Super HAD CCD II
●  High resolution of 550 TV Lines
●  Board Mount Lens, Pinhole
●  Min. Illumination of 0.2Lux/F2.0
●  Digital Day & Night
●  3D DNR, D-WDR 
●  BLC, HSBLC, Sense-up
●  Privacy Mask (8 Zone)
●  32X Digital Zoom
●  OSD, RS-485

●  1/3” Sony Super HAD CCD II
●  High resolution of 550 TV Lines
●  Board Mount Lens, Pinhole
●  Min. Illumination of 0.2Lux/F2.0
●  3D DNR, D-WDR 
●  BLC, HSBLC, Sense-up
●  Privacy Mask (8 Zone)
●  32X Digital Zoom
●  OSD, RS-485

OSD JOYSTICK




